
Submersible Motors 
Quality in the Well

Franklin Electric 4" encapsulated 3-wire capacitor sin-

facilities,are built for dependable operation in 4" diameter 
or larger water wells.
Together with the Franklin Electric Control Boxes, they 
offers you a maintenance free long life operation by high 
starting torque and included motor protection. The motor 

-
tion down to -40ºC storage temperture.
A special diaphragm ensures pressure compensation 
inside the motor.
Product advantages standard:

Hermetically sealed stator. anti track, self healing stator 
resin prevents motor burn out

cooler winding temperature)
Removable “Water bloc” lead connector
Cable material in accordance with regulations for drin-

Water lubricated radial and thrust bearings

For use with Franklin Electric control box
Offer highest starting torque of all single phase motors

Standard Motor:
0,25 - 3,7kW

Rotation: CCW facing shaft end
Degree of protection: IP68
Insulation: Cl. B
Rated Ambient temp.: 30°C

Starts/h: 20
Mounting: vertical/horizontal
Standard voltage: 220/230 V 
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Motor protection: included Franklin Electric 
Control Boxes
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Super Stainless

3-wire
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4" Encapsulated Motors

1~  4" Encapsulated Motors
3 wire / 230 V / 50 Hz
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0,25 3000 2870 2,8 9,7 53 0,75 0,8 1,6 214,2 7,2
0,37 3000 2870 4,0 13,7 56 0,74 1,2 2,0 228,2 7,8
0,55 3000 2870 5,9 21,6 56 0,73 1,8 3,2 248,2 8,7
0,75 3000 2870 7,3 27,8 61 0,76 2,5 4,2 282,6 10,0
1,1 3000 2885 8,6 41,2 68 0,84 3,7 6,8 338,6 12,6
1,5 3000 2875 10,4 53,3 71 0,88 4,9 9,5 349,6 13,0

2,2
4000 2885 15,3 74,5 73 0,88 7,3 15,0 436,6 16,9
*6500 2885 15,3 74,5 73 0,88 7,3 15,0 520,2 21,3

3,7 *6500 2895 21,4 101 77 0,99 12,2 17,6 652,5 26,4
* High Thrust Version

For use in water that has more salinity than fresh water, but not 
as much as seawater.
The novel Franklin Electric Brackish Water Motor proposes a 
cost-effective solution wherever standard 4" motors are not gi-

.

Options
Motor cable VDE / ACS / KTW
special lengths available)
Motors with factory- installed lead in Single 
Packing
Complete 316 SS Motor with SiC seal
Built-in lightning arrestor


