
Standard:

Optional:

8" Rewindable Motors
 3~/400 V / 50 Hz
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30 45 000 2900 60 318 0,84 0,89 99 141 1140 140

37 45 000 2900 76 400 0,84 0,86 122 176 1140 140

45 45 000 2910 90 520 0,86 0,86 148 241 1230 156

52 45 000 2910 103 608 0,86 0,87 175 318 1340 179

55 45 000 2915 110 660 0,86 0,86 181 340 1340 179

60 45 000 2910 116 725 0,87 0,88 197 357 1470 198

67 45 000 2910 133 797 0,87 0,86 220 359 1470 198

75 45 000 2910 148 942 0,87 0,87 246 472 1560 215

83 45 000 2920 160 1077 0,88 0,88 273 544 1560 247

93 45 000 2920 183 1276 0,88 0,86 305 626 1740 247

42,9 min.
Full Spline

127 h8

101,5 ±0,1

Ø 189 max.

L

8" Rewindable Motors

8"
Rewindable Motors

14

Submersible Motors 
Quality in the Well
These 8" rewindable motors, manufactured in ISO 

-

water lubricated radial and thrust bearings for mainte-

storage temperture.
A special diaphragm ensures pressure compensation 

 SiC seal system is 
standard. For applications in aggressive media, motors 
made of 316SS and 904L are available.

Product advantages:

Cable material according to drinking water regulations 

 SiC seal system for high performance in 
sand

Max. storage temperature  -15°C - + 60°C

Technical Speci cations
Standard Motor:

30,0 - 93,0kW

Protection: IP 68
Starts per hour: max. 10

93 kW motors 
may not be installed horizontally)

Standard Voltage: 380-415V/50Hz, 460V/60Hz
N [380-415V = 

N
Motor protection: Select thermal overloads according to 
EN 61947-4-1

Standard motor with PVC winding insulation

                   30 kW  - 52 kW   v = 0,2 m/s                                                    
                   55 kW  - 93 kW   v = 0,5 m/s

Options
Other voltages
Motors in complete 316 SS and 904 L

PE2/PA winding insulation for max. ambient temp. of 
50°C at the same cooling conditions as standard

Lead in different lengths up to 50m


